
3003 Aluminium Sheet O H12 H24 H112 0.2 - 20mm Thickness For Kitchenware
Food and Chemical Equipment

Basic Information

Jiangsu,China

LIANZHONG

ISO9001

A5005

3ton

Negotiable

Exporting package/wooden box package etc

3-15 days

L/C,T/T,Western Union

20000 Ton/Tons per Month

Product Specification

3003 Aluminum Sheet

F、O、H12、H14、H16、H18、H22、
H24、H26、H112 
600-2000mm

Bending, Decoiling, Welding, Punching,
Cutting

Jiangsu, China

7-15 Days

2000,3000,4000,5000,6000mm

for m
ore products please visit us on alum

inium
-sheetcoil.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Temper:

Width:

Processing Service:

Place Of Origin:

Delivery Time:

Length:

JIANGSU LIANZHONG METAL PRODUCTS (GROUP) CO., LTD
aluminium-sheetcoil.com
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Product Description

3003 Aluminium Sheet O H12 H24 H112 0.2 - 20mm Thickness  For Kitchenware Food and Chemical Equipment

The strength is about 10% higher than 1100, and the formability, solubility, and corrosion resistance are all good. Used for processing parts and
components that require good formability, high corrosion resistance, and good weldability, or work that requires both these properties and higher
strength than 1XXX series alloys, such as kitchenware, food and chemical product processing and storage devices, tanks and cans for
transporting liquid products, various pressure vessels and pipelines processed with thin plates, general objects, heat sinks, cosmetic plates,
copier drums, and ship materials.

ALLOY THICKNESS WIDTH LENGTH TEMPER

A3003,A3105,A3004 0.15MM~20MM
10MM~2500
MM 20MM-

16000MM O,H14,H18,H24,etc

A5052,A5005,A5083,
A5754 0.15MM~20MM 10MM~2500

MM
20MM-
16000MM

O,H18,H24,H32,H34,H
111,
H112 ,etc

A6061,A6082,A6063 0.15MM~20MM 10MM~2500
MM

20MM-
16000MM T4,T6, T651,etc

A8011 0.15MM~20MM 10MM~2500
MM

20MM-
16000MM

O,H12,H22,H14,H16,H
18, etc

Process Hot rolled or Cold rolled
Package Export wooden pallents, craft paper, anti-blushing agent
Standard GB/T 24001-2016, GB/T 19001-2016, ASTM, JIS, EN
Certificates ISO9001,SGS, ROHS,DNV,TUV,ISO14001,ABS,CCS,CE,Kosher

Quality of material:
Totally free from defects like white rust, oil patches, roll marks,
edge damage, camber, dents, holes, break lines, scratches and
free from coil set

Application

Mainly used insigns, billboards, building exterior decoration, bus
body, high-rise buildings and
factories wall decoration, kitchen sink, lamp, fan leaves, with pieces
of electronic, chemical equipment, sheet
metal processing parts, deep drawing or spinning hollowware,
welding parts, heat exchangers, bell surface
and disk, plate, kitchenware, decorations, reflective devices, ect

MOQ 5 TONS (We can accept 500kg or less if we have the same
specification in stock.)

Delivery Time Future Goods: 25-35 days, Ready stock: 7-10days

Payment Terms 30% T/T in advance as deposit,70% balance against the B/L copy；
or 100% irrevocable L/C at sight

Kind attention: Specifications can be customized as the customer's requirements.
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Warehouse



Packing and Shippment



Certification



 +8618151700330  sales02@jslzsteel.com  aluminium-sheetcoil.com

Guang Yi Columbus B Tower, Wuxi, Jiangsu, China

JIANGSU LIANZHONG METAL PRODUCTS (GROUP) CO., LTD


